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PRODUCT 
NEWS 

 

Product Discontinuation 
Notices  July 2, 2012 

  Vision Sensors  No. 2012185E 
 

Discontinuation Smart Sensor ZFX-CD. 
 

 

 Product Discontinuation  Recommended Replacement 
 Smart Sensor   

 Model ZFX-C[][]-CD 
 

 

Fixed Mount Multi Code Reader 
Model FQ-CR1[][][][][]-M 
Vision Sensor 
Model FZ4-L35[] 

 
[ Discontinuation date ] 

The 1st of Aug, 2012 
 
[ Caution on recommended replacement ]  

FQ-CR1[]-M is multi code reader but is not vision sensor.FZ4-L35[] is vision sensor and can read 2D code 
(Datamatrix, QR code) but can not read bar code and 2D code except Datamatrix and QR code. 
FQ-CR1[]-M and FZ4-L35[] don’t support Maxi code, Aztec code, and Codablock. Please use FZ4-L35[] 
together with FQ-CR1[]-M when it is used as vision sensor and bar code reader. 
Dedicated touch panel (or a dedicated PC tool) and dedicated cables are needed for the operation of 
FQ-CR1[]-M. Dedicated camera, monitor, USB mouse and dedicated cables are needed for the operation 
of FZ4-L35[]. 

 
[ Difference from discontinued product ] 

Recommended 
replacement Model 

Body 
Color 

Dimen 
-sions 

Wire 
connection

Mounting 
Dimensions

Charact 
-eristics 

Operation 
ratings 

Operation 
methods

FQ-CR1[][][][][]-M -- -- -- -- -- - -- 
FZ4-L35[] -- -- -- -- -- - -- 

 

** : Fully compatible 
*  : The change is a little/Almost compatible 
-- : Not compatible 
-  : No corresponding specification 
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[ Product Discontinuation and recommended replacement ] 
When used as multi code reader. 

Product discontinuation Recommended replacement 
FQ-CR10010F-M 
FQ-CR10050F-M 
FQ-CR10100F-M 

ZFX-C10-CD 

FQ-CR10100N-M 

Please select the 
model suitable for field 
of view. 

FQ-CR15010F-M 
FQ-CR15050F-M 
FQ-CR15100F-M 

ZFX-C15-CD 

FQ-CR15100N-M 

Please select the 
model suitable for field 
of view. 

FQ-CR10010F-M 
FQ-CR10050F-M 
FQ-CR10100F-M 

ZFX-C10H-CD 

FQ-CR10100N-M 

Please select the 
model suitable for field 
of view. 

FQ-CR15010F-M 
FQ-CR15050F-M 
FQ-CR15100F-M 

ZFX-C15H-CD 

FQ-CR15100N-M 

Please select the 
model suitable for field 
of view. 

FQ-CR10010F-M 
FQ-CR10050F-M 
FQ-CR10100F-M 

ZFX-C20-CD 

FQ-CR10100N-M 

Please select the 
model suitable for field 
of view. 

FQ-CR15010F-M 
FQ-CR15050F-M 
FQ-CR15100F-M 

ZFX-C25-CD 

FQ-CR15100N-M 

Please select the 
model suitable for field 
of view. 

 
When used as vision sensor and 2D code (Datamatrix and QR code) reader. 

Product discontinuation Recommended replacement 
ZFX-C10-CD FZ4-L350 
ZFX-C15-CD FZ4-L355 
ZFX-C10H-CD FZ4-L350 
ZFX-C15H-CD FZ4-L355 
ZFX-C20-CD FZ4-L350 
ZFX-C25-CD FZ4-L355 
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[ Body color ] 
Product discontinuation 

Model ZFX-C[][]-CD 
Recommendable replacement  

Model FQ-CR1[][][][][]-M, FZ4-L35[] 
FQ-CR1[][][][][]-M ZFX-C10H-CD, ZFX-C10-CD 

ZFX-C15H-CD, ZFX-C15-CD 
 
 
 
 
 
 
 
 
 
 
 
 
ZFX-C20-CD 
ZFX-C25-CD 
 
 
 
 
 
 
 
 
 
 
 
 

FZ4-L35[] 

 

Black 

Silver 

Black 

Silver 
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[ Characteristics ] 
Here, the performance comparison as vision sensor and code reader is described.  
Please refer to the specification column described later about the other characteristics. 

Item 
Product 

discontinuation 
Modeｌ ZFX-C[][]-CD

Recommendable 
replacement  

Model FQ-CR1[]-M 

Recommendable 
replacement  

Model FZ4-L35[] 

Pattern Search Support Not support Support 
(Search) 

Graphic Search Support Not support 
Support 

(ECM Search/ 
Shape Search Ⅱ) 

Flexible Search Support Not support Support 
Sensitive Search Support Not support Support 

Area Support Not support Support 
(Gravity and Area) 

Labeling Support Not support Support 

Multi Colors Support Not support Support 
(Gravity and Area) 

Position Support Not support 
Support 

(Edge Position/ 
Scan Edge Position)

Width Support Not support Support 
(Scan Edge width) 

Count Support Not support Support 
(Edge Pitch) 

Angle Support Not support Support 
(Scan Edge Position)

Bright Support Not support Support 
(Color Data) 

HUE Support Not support Support 
(Color Data) 

Grouping Support Not support Support 
(Classification) 

Measurement 
items 

Defect Support Not support Support 
Bar code There is no change Not support 
2D code Please refer to the following. 

DataMatrix(ECC200) Support Support Support 
QR code Support Support Support 
Micro QR code Support Support Not support 
PDF417 Support Support Not support 
Micro PDF417 Support Support Not support 
Maxi Code Support Support Not support 
Aztec Code Support Not support Not support 

Code type 
 

Codablock Support Not support Not support 
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[ Dimensions ] 
Product discontinuation 

Modeｌ ZFX-C[][]-CD 
ZFX-C20-CD, ZFX-C25-CD, ZFX-C10H-CD, ZFX-C15H-CD, ZFX-C10-CD, ZFX-C15-CD 
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[ Dimensions ] 
Recommendable replacement  

Model FQ-CR1[][][][][]-M 
FQ-CR10010F-M, FQ-CR10050F-M, FQ-CR15010F-M, FQ-CR15050F-M 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
FQ-CR10100F-M, FQ-CR10100N-M, FQ-CR15100F-M, FQ-CR15100N-M 
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[ Dimensions ] 
Recommendable replacement  

Model FZ4-L35[] 
FZ4-L350, FZ4-L355 
*FZ4-L350, FZ4-L355 is 2-camera type.  
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[ Wire connection ] 
Interface Product discontinuation 

Modeｌ ZFX-C[][]-CD 
Recommendable replacement 

Model FQ-CR1[][][][][]-M 
Recommendable replacement 

Model FZ4-L35[] 

Parallel 
Interface 

Connect with the terminal 
block adapter (ZFX-XTB) or 
the dedicated parallel I/O 
cable (Model ZFX-VP). 
12 inputs 
23 outputs 

Connect with the dedicated 
parallel I/O cable  
(Model FQ-VD[][][]). 
7 inputs 
3 outputs 

Connect with the dedicated 
parallel I/O cable (Model FZ-VP).
11 inputs 
26 outputs 

Serial 
Interface
（USB） 

Connect with the USB cable 
whose one side is MINI-B 
connecter. 

Not support Not support 

Serial 
Interface 
(RS-232C） 

Connect with the dedicated 
RS-232C cable 
(ZFX-XPT[]A).  

Not support 

RS-232C connector is the 
following. 

 

 

 
Serial 
Interface 
(RS-422） 

Connect with the dedicated 
RS-422 cable 
(ZFX-XPT[]B).  

Not support Not support 

Ethernet Connect with the Standard 
RJ45 Ethernet cable. 

Connect with the dedicated 
Ethernet cable (FQ-WN0[][]). 

Connect with the Standard RJ45 
Ethernet cable. 
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[ Mounting dimensions ] 
Product discontinuation 

Modeｌ ZFX-C[][]-CD 
Installing on the DIN Track  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Panel Mount Adapters 
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[ Mounting dimensions ] 
Recommendable replacement  

Model FQ-CR1[][][][][]-M Model FZ4-L35[] 
 
 

 

 
[ Operation methods ] 

Recommendable replacement Product discontinuation 
Modeｌ ZFX-C[][]-CD Model FQ-CR1[][][][][]-M Model FZ4-L35[] 

Operates with the touch panel and the 
keys on ZFX controller. Or operates 
with the dedicated console (ZFX-KP).  

Operates with the dedicated touch 
panel (FQ-D3[]) or the dedicated 
PC tool (TFforPC).  

Operates with the USB mouse. 
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[Specifications] 
Product discontinuation 

Modeｌ ZFX-C[][]-CD 
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[Specifications] 
Recommendable replacement  

Model FQ-CR1[][][][][]-M 
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[Specifications] 
Recommendable replacement  

Model FQ-CR1[][][][][]-M 
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[Specifications] 
Recommendable replacement  

Model FZ4-L35[] 
 
 

 
 
 

As of July, 2012 
In the interest of product improvement, specifications are subject to change without notice. 
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